T .

SAMMYS  FORSTEEL

MMYS ° FOR STEEL - Vertical Application

Application Product Features

+ Made with Teks® self-drilling fasteners -
N no pre-drilling required.

+ Installs into steel range from
20 gauge - 1/2” thicknesses.
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+ Saves time from traditional methods.

* Reduces installation costs.

+ Quick to install using the Sammys Nut
Driver with an 18V cordless drill/driver.
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+ A standard screwgun with a depth sensitive
nosepiece should be used to install Teks.
For optimal fastener performance, the
screwgun should be a minimum of 6 amps
and have an RPM range of 0-2500.
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Y Watch a video demonstration at
www.itwbuildex.com

AR Rod Part Screw Ultimate UL Test FM Test Min Max
PP Size Number Descriptions Pullout (Ibs) Load (Ibs) Load (Ibs) Thick Thick
VERTICAL MOUNT
O, < 3/8" 1089202 DSTR1* 1/4-20 x 1" TEKS 3 1510 (20 ga.) 1500 1475 .036"20ga  3/16" 25 125
®. <G> 3/8" 1089203 DSTR1-1/2* 12-24x1-1/2"TEKS5 1510 (3/16") 1500 1475 .060-16ga.  1/2" 25 125
®. <> 3/8" 1086303 DSTR516* 5/16-18 x 1-1/4" TEKS 3 2200 (20 ga.) 1500 1475 .036"-20ga  3/16" 25 125
3/8" 1089303 DST 10 1/4-14 x 1" TEKS 3 446 (20 ga.) .036"20ga  3/16" 25 125
970 (16 ga.)
3/8" 1089301 DST 15 1/4-14 x 1-1/2" TEKS 3 0 PO .036"-20ga  3/16" 25 125
970 (16 ga.)
3/8" 1089300 DST 30 1/4-14 x 3" TEKS 3 446 (206, .036"-20ga  3/16" 25 125
970 (16 ga.)
® 3/8" 1089305 DST 516 5/16-18 x 1-1/4" TEKS 3 1500 (3/16") 1500 1475 .125"-1/8" 3/16" 25 125
© 3/8" 1089200 TEK 50 12-24 x 1-1/2" TEKS5 3125 (3/16") 1500 1475 .250™-1/4" 172" 25 125

*Includes retaining nut

SPECIAL NUT DRIVER SYSTEM: The nut drivers were designed with a unique spin-off feature which provides a fast and safe installation
— oHS each time. When the face of the driver comes into contact with the material you are installing into, continue drilling until nut driver spins
MADE IN U.S.A Somliant— free, Installation is then complete. Warranty requires the use of the appropriate nut driver for installations.




